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Quuality with Tradition

DOUBLE PITCH CHAINS

According to CSN 02 3315, DIN 8181 and ISO 1275
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IS0 PITCH INSIDE | ROLLER PIN PIN | CONNECT. | INNER INNER OUTER BEARING WEIGHT | BREAKING CONNECTING
DIN WIDTH | DIAMETER | DIAMETER | LENGHT | PN PLATE PLATE PLATE AREA LOAD ELEMENTS
N LENGHT | WIDTH | THICKNESS | THICKNESS
0 b.1 d1 d2 b4 q h2 T D S q FE BIA|S|L|C
min. max. max. | max. | max max. min.
mm mm mm mm mm mm mm mm mm mm? kg/m N
TYPE B (European design)
2088 2540 7,75 8,51 445 | 1640 | 1940 | 12,00 1,60 1,50 50,28 048 18690
2108 31,75 965 | 10,16 508 | 1870 | 21,50 14,40 1,60 1,60 67,30 0,60 23310
2128 38,10 168 | 1207 572 | 2230 | 2450 | 1640 1,80 1,80 89,35 0,76 30345
TYPE A (American design)
208 A 2540 7,85 7,95 3% | 1640 | 1900 | 12,00 1,50 1,50 LUWE] 0,62 17500
210A 31,75 953 | 10,16 508 | 2010 | 2% 1440 2,00 2,00 70,10 0,70 27200
212A 38,10 1270 | 11,91 594 | 2540 | 2830 | 1640 240 240 105,40 098 31380
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